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ARIES® Exo+ Ready Mix

ARIES® Exo+ Ready Mix provides the key PCR ingredients needed to run user-defined protocols 
on any ARIES® System based on traditional hydrolysis probe technology. This mix comes in an 
individually sealed tube to which users can simply add target primers and probes, followed by 
direct attachment to an ARIES® Extraction Cassette. Features include:

• Increased Lab Efficiency – Lyophilized ready-to-use reagents eliminate the need to prepare and thaw

• Broad Compatibility – RNA and DNA targets can be detected using the same ready mix

• Streamlined Workflow – Reduction in hands-on time improves operational efficiency and offsets costs
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Workflow

Step 1
Create the Assay Protocol File  

with the UDP Software and 
upload to the ARIES® System.

Step 2
Place the ARIES® Exo+ Ready 
Mix tube into the Sample Prep 
Tray. Add primers and probes 

as needed.

Step 3
Attach the ARIES® 

Extraction Cassette to 
the ARIES® Exo+  
Ready Mix tube.

Step 4
Add the specimen  

to the cassette. 

Step 5
Run the cassette on  

the ARIES® System using 
a user-defined Assay 

Protocol File.

UDP

Ordering Information

Product Name Part Number

ARIES® Exo+ Ready Mix (Contains Taq polymerase) 3698 (24 tubes)

ARIES® Two Module System (IVD)  ARIES-M12V1-IVD

ARIES® M1 System (IVD) ARIES-M6V1-IVD   

SYNCT™ Software IVD CN-SW47

mailto:support%40luminexcorp.com?subject=
mailto:orders%40luminexcorp.com?subject=

