
The SYNCT™ User Defined Protocol (UDP) 
Application enables laboratories to create user 
defined protocols for ARIES® Systems.

Create User Defined Assay Protocol Files in 4  
Simple Steps: 

1. Define Targets: Define targets on any of the 1-6 
channels, including Sample Processing Controls (SPC).

2. Set Thermal Cycling: Set thermal cycling conditions 
easily with drag and drop functionality, or leave the 
default Luminex universal cycling conditions to run 
laboratory developed tests (LDTs) in the same batch 
as ARIES® IVD assays. (See Figure 1)

3. Gather Data and Set Call Parameters: Run your LDT 
to gather data needed to graphically set the Ct and Tm 
windows used in making call determinations.

4. Save and Run: Save the new assay protocol file, and  
then export the file to an ARIES® System to begin 
running LDTs.

SYNCT™ Software | The Power Behind Your Lab

SYNCT™ ARIES® UDP App

SYNCT™ Software provides access 
to all ARIES® data in one place, and 
offers novel applications to expand 
functionality.
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ASR or LDT 
Assay Protocol

Step 1
Create the Assay Protocol 
File with the ARIES® UDP 
Application, and upload 

to an ARIES® System.

Step 2
Place the ARIES® MultiCode® Or Exo+ 

Ready Mix tube into the Sample 
PrepTray. Add primers, probes 

and controls, as needed.

Step 3
Attach the ARIES® 

Extraction Cassette to 
the master mix tube. 

Step 4
Add the specimen 

to the cassette.

RUN

Step 5
Run the cassette on an 

ARIES® System using
 an Assay Protocol File.

RUN

Workflow

Figure 1: Image from SYNCT™ thermal cycling condition screen.

Ordering Information

Product Name Part Number

ARIES® UDP App CN-SW39-01

SYNCT™ (IVD)* CN-SW47

 *SYNCT™ is required to run the ARIES® UDP (User Defined Protocol) App.

Learn More About  
Our UDP Tools

In addition to SYNCT 
Software tools, we offer  
other items to support your 
testing needs.

For more information, please 
contact your local Luminex 
representative.


